
                  

 

  

Step #6 

Stitch darts right sides 

together 1/8” seam 

Tape pattern pieces together here 

Step #9 

Stitch top seam 

½” right sides 

together  

Step #11 

Stitch side seams ¼” 

wrong sides together  

Step #10 

Add wire before 

turning 
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Step #10 

Stitch wire encasing 

Step #10 

Keep open 

for wire 

insertion 



 

 

Tape pattern pieces together here 

Step #6 

Stitch darts right 

sides together 

1/8” seam 

Step #8 

Turn under ¼” and 

top stitch 

Step #11 

Stitch side seams ¼” 

wrong sides together  
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¼ “     Stitching to encase wire 

½”     
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Step #7 

Snip before turning 

under 



Gray Bonnet Mask Pattern Instructions 

 

Supplies Needed:  2 different prints of fabric, preferably 100% cotton 

quilting fabric, iron, marker, and a 6 1/2” piece of 20 – 22-gauge bendable 

wire for the nose piece.  (Please don’t use pipe cleaner) 

Prep Work before sewing 

1.  Print pattern and tape in the middle to create one pattern.   

2. Cut 2 using two different types of fabric.  (This makes it easier to 

designate front vs. back) 

3. Ties - Cut 2 strips of fabric that are 38” x 2”. Fold each raw edge 

under ¼” and then fold ties in half and iron to create a bias tape.  

4.  Mark tie 1 ¼” to the left of center mark 1 ¼” to the right of center.  This will create a 2 ½” space 

for gathering. (Step #14) 

5. Nose piece - Cut a 6 1/2” piece of 20-22-gauge bendable wire and fold ends to create a loop.   

 

 

Sewing 

6.  Stitch all darts 1/8” right sides together for both 

pattern pieces. 

 

7. Snip between darts on bottom edge only to facilitate sewing through the curve. 

 

 

 

 

 

 

 



8. Finish edge by turning under ¼” and top stitch.  When mask is complete this will create the 

opening for the filter.   

 

 

 

 

9. Stitch top sides right sides together, 1/2” seam.  

10. Tack one edge and sew 1/4” above to create a casing for the wire.  Leave one end open and 

slide wire through.  Turn right sides out. 

11. Stitch sides seams together ¼”.    

 

12. Place raw edge of 

side in center of single fold 

bias tape aligned with top 

mark. 

13. Put needle down, 

presser foot up and gather 

fabric with your fingers and 

sew ¼” seam allowance 

gathering fabric to fit 

between the marks on the bias tape.   

******Alternate Gathering Method - Stitch side seam with an extra long stitch and gather fabric to 

fit between marks on the bias tape and stitch in place.   

14.  Keep gathering fabric with your fingers and sewing until raw edge fits and is sewn in place 

between the marks.   

 

 

 

 

 

 

 

 



 

15. Fold over bias tape encasing raw edge and sew from 

top to bottom creating ties.   

 

 

 

16. Repeat steps 12 – 15 for other side.   

17. Tie a knot at top on both sides to create a 90-degree 

angle for a better fit. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

*****Alternate wire method 

Instead of creating a casing 1/8” above seam, place wire in place and zig-zag stitch in place.   
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